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Subpart M

Subchapter 8 of the New Jersey Uniform Construction Code applies to
asbestosremoval in municipal, county, and State buildings; in buildings|eased,
occupied, or used by municipal, county, or State employees,; and to al public and
private schools(K-12), colleges, universities, day-careand nursery facilities, andthe
buildingswhich contain them.

Beyond Subchapter 8 buildings, Federal law appliesto renovations and
demoalitionsinal buildingscontaining asbestos. Federa Nationd Emission Standards
for HazardousA.ir Pollutants (NESHAP) regul ationsare printed inthe Code of Federa
Regulationsat 40 CFR, Chapter 1, Part 61, Subchapter M. They areto beenforced
by the United States Environmenta Protection Agency (EPA).

Thebasi c requirementsof the Federa regulationsfor projectswhichinvolve
at least 160 square feet, 260 linear feet, or 35 cubic feet of asbestos or asbestos-
containing material (ACM -- meaning one percent or more asbestos) are:

1. All friableasbestos or asbestoswhich will be disturbed shall be removed
fromabuilding beforeit isrenovated, demolished, or intentional ly burned.

2. All asbestosremoved shdl bewetted down (exceptions are ashestos-coated
pieces of equipment totally encased in concrete, work sitesat which the
temperatureisbelow freezing, or other situationsthe EPA may decideto
exempt).

3. All asbestos removed shall be double bagged or secured in leak-tight
containers and disposed of at a waste site licensed by the New Jersey
Department of Environmental Protection to accept ACM.

Each condructionofficid should require, beforeapermitisissued to commence
any renovation pursuant to N.J.A.C. 5:23-2.4, an applicant to statethat all friable
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BULLETINNO.| | asbestoswill beabated before other work commences. Similarly, beforeissuing a
demoalition permit, each congtruction officia should requireastatement that abatement

will becompleted prior to any demoalitionwork, asrequired by N.JA.C. 5:23-2.17(€).

93_ 5 If irregularitiesor possibleviolations of Subchapter 8 are noted in Subchapter
8 projects, the State A shestos Unit should be contacted at (609) 984-7974. It may
also be hel pful to notify your municipal or county health officer. If irregularitiesor

possibleviolationsare noted at worksiteswhich are not covered by Subchapter 8

(privateresidences, commercia and industrial buildings, etc.), the EPA should be
notified at itsRegion |1 facility at (212) 264-7307.

BULLETIN

Page 2 of 2




